Basketball

The unit consists of a wall-frarme, two
heawy duty hinged support yokes, a
backboard mounting frame, a backboard
and goal ring with net.

Consult cur Projects Department (with
details of retaining wall} for information on
wall loads and structural requirernents.

Any auxiliary support frames, if required,
are extra. Push-button electrical operation,
motor 220V 50 Hz 3ph with
electromagnetic disk brake and limit
switch,

Control panel is key-secured for
authorized access, and has "dead-man”
switches for safety reasons,

Also available with manual operation,
using a very heavy duty wall-mounted
hand winch with steel cable and cable
pullies,

Units are single height (305cm ring
height), and come with safety retention
chains where appropriate, in view of
projection,

In order to comply with EN-1270 and: DIN-
7892 all hoistable egquipment must be
eguipped with a self-braking safety
suspension mechanism

Wall-mounted up-folding basketball backstops
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Backboard projection is fitted to the needs
of the project

YN "Hewnnon® (+38 044) 249-34-60 (+38044) 587-50-13

e-mail: chmp2003;3ukr.net




Basketball

Wall-mounted up-folding basketball backstops

' f:,},.i ;

2]

L |

Electromotor operated, Per unit.
Article: 56.50252F

Projection 225cm

Like 58.50252E however with manual winch
system. Per unit.

Article: 56 502520

. o Projection 225cm
,.‘-"F’ i h A \With 180 % 105cm rectangular wood
i | backbeoard, with fixed ring and regulation net.
-, il Electromaotor operated, Per unit.

Article: 56.50243E

Projection 225cm

Like 58.50243E however with manual winch
system. Per unit.

Article: 56 502430

HBackboard height adjustment system

/ Suspended units can be equipped with a
s \ : ] system steplessly lower tha ring height from
. 208cm to 280cm (mini-basketball. Extremely
e
stable system, operated from the floor by
means of removable long-shaft handle driving
Projection 325¢cm a WOrm gear machanism thandle not included
With framed tempered glass backboard 180 x i?_z-jjssgzsa{;é‘jzer Ciijic
105cm and backboard padding, Fro Strength ittt
;Eléarzts;zlEP%OraLrn?tnUWhlp net. Electromotor Long shaft handle with hook and winder
& i : grip, for operating 56.50330 backboard height
y - - . </ Article: 56.50240 adjuster. Per unit.
Electrical operation Manual cperation Projection 325cm Article: 5850321
e With see-through acrylic backboard 180 x 3. Electric hei .
; : i ght adjustment system
n lgl?:n;ignlathEgczﬁiﬁipaggrmglleztc?o‘?m:ﬁg%th elgctrical. Walll-mounted units can be equipped
xim | ; ergted Pger g L with an electrically operated system to
0 G0 Ala:l't'“.f 56 Saat : steplessly lower ring height from 306 cm to
= it 720 260 cm. (mini-basketballl Electrically operated
Projection 325¢cm system by means of push-buttons.
With 180 % 105cm rectangular white fibreglass Heicde S0 LG
backboard, fixed ring and regulation net. T ey e
. o Eﬁgﬁr%tghgggmed' Per unit. Instead of push-buttan controlled,
EE maotarized units can be radio-controlled from a
1. Proiection 225¢m hand-held conscle, Set comprises one emitter
W.I'I:fith flramed tempered glass backboard 180 x Eoniole SUE 2 PRLEILG, (0 R B
: 1 .
105cm and backboard padding, Pro Strength A?::iclsegg; gg.ﬁn; i
P ] ™ collapsible goal, antiwhip net. Electrormotar S
Backboard projection 225em v operated. Per unit.
. ri Article: 568.50247E
A [ /
Vi g 2. Projection 225cm
Like 58.50247E however with manual winch
systar. Per unit,
Article: 56.50247M
Projection 225cm Recommended security system
With see-through acrylic backboard 180 x In Ordc_er to comph_f with EN-1270 and DIN—?BQE
= 105cm with backboard padding, Pro Strength aI_I hoistable equipment must be equipped
E collapsible goal, antiwhip net. Electromotar with a self-braking safety
- operated. Per unit, suspension mechanism, we stronaly
Article: 56.50246E advise to include!
Projection 225cm Self-braking safety suspension
Like SE.SDQABE_ however with manual winch mechanism
system. Per unit. Locks goal instantly in position in case of
Article: 56.50246M haoisting cable / belt breaking ar if electromotar
e brake fails. Per unit.
Projection 225cm Article: 56.50150
With 180 x 105cm rectangular white fibreglass
K p backboard, fixed ring and regulation net.
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Basketball

Wall-mounted up-folding basketball backstops

Projection 100cm

Only available with-manual operation
winch system. The system allows the
backboard to be used at 205cm official
ring hieight and 260cm

mini-basketball ring height.

1. With see-through acrylic backboard
180 x 105cm, fixed ring and regulation
net. Per unit.

Article: 56.50226

2. With wooden backboard

180 x 10bem, fixed ring and regulation
net. Per unit,

Article: 56 50225

3. With see-through acrylic backboard
120 x 90cm, fixed ring and regulation net,
Per unit.

Article: 56.50224

4. With wooden backboard

120 % 90cm, fixed ring and regulation net,
Per unit.

Article: 56.50223

Mechanical winch

Acrylic backboard 180 x 105z, on.

Wall tedd steel frame
all-moun up-
folding basketball ~ [E [ h

units can be

Custom projection . supplied with
Our Projects Department can design your different types of
backstop to the required projection in backboards.

view of the distance of the basketball
court to the retaining wall. Consult us
with details of your specific project.
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Houten basketbalbord 180 x 105 em

-

B8 -
Aarylic backboard
120 = 90cm.
on stesl frame
L
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Unlocking mechanism


















